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40 CFR Ch. | (7-1-09 Edition)

Foreach . . .

For the following standard . . .

You must demonstrate continuous com-
pliance by . . .

b. Install and, during the filling of the

storage tank with organic liquids, oper-
ate a vapor balancing system.

i. Except for pressure relief devices,
monitoring each potential source of
vapor leakage in the system, includ-
ing, but not limited to pumps, valves,
and sampling connections, quarterly
during the loading of a storage tank
using the methods and procedures de-
scribed in the rule requirements se-
lected for the work practice standard
for equipment leak components as
specified in Table 4 to this subpart,
item 4. An instrument reading of 500
ppmv defines a leak. Repair of leaks
is performed according to the repair
requirements specified in your se-
lected equipment leak standards. For
pressurre relief devices, comply with
§63.2346(a)(4)(v). If no loading of a
storage tank occurs during a quarter,
then monitoring of the vapor balancing
system is not required.

[69 FR 5063, Feb. 3, 2004, as amended at 71 FR 42922, July 28, 2006; 73 FR 40982, July 17, 2008]

TABLE 11 TO SUBPART EEEE OF PART 63—REQUIREMENTS FOR REPORTS

As stated in §63.2386(a), (b), and (f), you must submit compliance reports and startup, shut-

down, and malfunction reports according to the following table:

You must submit a(n) . . .

The report must contain . . .

You must submit the report . . .

1. Compliance report or Periodic Report ..

2. Immediate SSM report if you had a
SSM that resulted in an applicable
emission standard in the relevant stand-
ard being exceeded, and you took an
action that was not consistent with your
SSM plan.

a. The information specified in
§63.2386(c), (d), (e). If you had a
SSM during the reporting period and
you took actions consistent with your
SSM plan, the report must also in-
clude the information in
§63.10(d)(5)(i); AND

b. The information required by 40 CFR
part 63, subpart TT, UU, or H, as ap-
plicable, for pumps, valves, and sam-
pling connections; AND

c. The information required by
§63.999(c); AND

d. The information specified in
§63.1066(b) including: Notification of
inspection, inspection results, requests
for alternate devices, and requests for
extensions, as applicable.

a. The information required in
§63.10(d)(5)(ii).

Semiannually, and it must be post-
marked by January 31 or July 31, in
accordance with § 63.2386(b).

See the submission requirement in item
1.a of this table.

See the submission requirement in item
1.a of this table.

See the submission requirement in item
1.a. of this table.

i. By letter within 7 working days after
the end of the event unless you have
made alternative arrangements with
the permitting authority
(§63.10(d)(5)(ii))-

[71 FR 42923, July 28, 2006]

TABLE 12 TO SUBPART EEEE OF PART 63—APPLICABILITY OF GENERAL PROVISIONS

TO SUBPART EEEE

As stated in §§63.2382 and 63.2398, you must comply with the applicable General Provisions

requirements as follows:

Citation Subject

Brief description

Applies to subpart
EEEE

§63.1 i Applicability .......

300

............ Initial applicability determination; Applicability | Yes.
after standard established; Permit require-
ments; Extensions, Notifications.
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